
Created by the LED Creative in house Technical Team, the all 
new BIT CONTROLLER range is a state of the art collection of 
units designed specifically to work in unison with LED ribbon 
and decorative fixtures across all manner of installation types.

BIT CONTROLLER Range
The solid, compact, design makes the LED Creative BIT Controller perfect for ‘off camera’ 
placement or incorporating directly into set designs and creative installations of all sizes.

Quick to set up and simple to control via DMX, the range offers a choice of 1, 2, 4 or 8 
x 3-channel, individually addressable outputs, each delivering up to 75 Watts per output.

With flicker-free operation and super silent models available, the BIT Controller range is 
the perfect accompaniment for broadcast, film or architectural LED installations where 
unobtrusive, silent operation is essential.
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BIT CONTROLLER RANGE
Features
Simple set up - easy to use.

Controllable via lighting console (DMX) or architectural control.

Pre-programmed suite of patterns plus manual override.

Independent outputs, individually addressable.

Master/slave mode for stand alone operation of multiple units.

Super silent model featuring solid state power supply available.

Flicker free operation.

Low maintenance.

LED Creative BIT Controllers are fully compatible with all LED Creative LED products and systems.
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Product Range
BIT 1-WAY CONTROLLER
BIT 2-WAY CONTROLLER

BIT 4-WAY CONTROLLER
BIT 8-WAY CONTROLLER

90mm

All units

Power per output

Output voltage

Data protocol

Data connectors

AC input

Operating Temp

Flicker free

75W

24V DC

DMX

5 pin XLR IN and OUT

100-240VAC 

-40°C - +50°C

Yes

Number of outputs:

BIT 1-WAY

BIT 2-WAY

BIT 4-WAY

BIT 8-WAY

1 x 3 channel  XLR 4 RGB

2 x 3 channel  XLR 4 RGB

4 x 3 channel  XLR 4 RGB

8 x 3 channel  XLR 4 RGB

DimensionsTechnical

fits 300mm 19” rack mount

HEIGHT

WIDTH

DEPTH

WEIGHT

8-WAY

WEIGHT

1-WAY

300mm

200mm

120mm

2kg

9.6kg

2-WAY

300mm

200mm

120mm

2.5kg

4-WAY

380mm

300mm

120mm

5kg

300mm

BIT 1-WAY

BIT 2-WAY

BIT 4-WAY

BIT 8-WAY

200mm

485mm

200mm

120mm120mm

120mm


